3b0-degrees Rotating
Pallet Fork Clamps
Model Kag-H

The Bolzoni Auramo KB-H Series 360 degree
rotating pallet fork clamp is a versatile
attachment for handling various loads.

The KGB-H pallet fork clamp is commoniy
used to rotate containers and bins in the
food, agriculture and foundry industries. It
can be used for clamping loads between
the forks or it can be used as a fork
positioner. The wide opening range between
the forks enables easy and safe handling
of loads that exceed the width of the lift
truck.

The extremely rigid frame body is based on
double - T steel profiles which provide for a
very compact design and excellent visibility
through the attachment body. Special
attention has been given to protect the
valve and cylinders from damage. Forks are
welded directly to the arm carriers to reduce
the effective thickness, center of gravity
and weight of the attachment.

Please note that a wide selection of options
and accessories are available on request.

BOILZOIN 4 A
AUIRAMO %:.



AURAMO OY
ey BOILZOINI £ A
e+ -

Fax: +358-9-87 01 037 NJRAMO ::

E-mail: sales fi@bolzoni-auramo.com

360° Rotating Pallet Fork Clamps

Models KG-H
! + Strong double T-profile frame.
3 + 360° continuous rotation in both
directions.
— o1 + Forks welded to the arm carriers.
- o l b * Reduced weight, effective
a T I . thickness and centre of gravity.
veG . = * Excellent visibility.
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' T handling.
28 A 8 A + Commonly used to empty
Le = containers and bins in foundries,
L food and agriculture industries.
= g @ @ 7 = EE © 7} 23 gL S 8 o 28 50
I o = S o Eo T = G G262 £ 553
[&] o =] = E =0 5 S50 5 W= = 2 =
g £ = @ g = T o § o
S £ o & £ 2 g g B 5
a S & tE € @ 5
© S & o
Q1/Q2 BP B LxAXE I FL DI W HCG VCG LL U V P ISO
kg mm mm mm mm mm mm kg mm mm mm mm mm mm 2328
KG 10 H4A 1000/ 1600 500 470- 1700 1000x100%35 930 690 780 432 180 270 270 343 202 9§ 2A
KG 10 H5A 1000/ 1600 500 470- 1700 1100x100x35 930 690 780 437 195 270 270 343 202 9 2A
KG 10 HBA 1000/ 1600 500 470- 1700 1200x100%35 930 690 780 442 203 270 270 343 202 9§ 2A
KG10HBAEU  1000/1800 500 350- 1580 1200x100x35 1050 690 780 447 200 270 270 343 202 § 2A
KG 14 H4A 1400/2000 500 470- 1700 1000x100x40 930 690 780 445 186 270 277 341 200 9§ 2A
KG 14 H5A 1400/2000 500 470- 1700 1100x100x40 930 690 780 451 198 270 277 341 200 9 2A
KG 14 HBA 1400/2000 500 470- 1700 1200x100x40 930 690 780 456 209 270 277 341 200 9§ 2A
KG14HBAEU  1400/2000 500 350- 1580 1200x100x40 1050 690 780 462 205 270 277 341 200 9 2A
KG 18 H4A 1800/2500 500 490- 1820 1000x120x40 970 690 780 480 193 270 282 340 197 9§ 2A
KG 18 H5A 1800 /2500 500 490- 1820 1100x120x40 970 690 780 496 212 270 282 340 187 9 2A
KG 18 HBA 1800/2500 500 480- 1820 1200x120%40 970 690 780 503 227 270 282 340 197 9§ 2A
KG 18 HBAEU  1800/2500 500 320- 1610 1200x120x40 1100 690 780 514 224 270 282 340 187 9 2A
KG 22 H4A 2200/2500 500 490- 1820 1000x120x40 970 690 780 495 199 270 285 338 195 9§ 2A
KG 22 H5A 2200/2500 500 490- 1820 1100x120x40 970 690 780 512 218 270 285 338 185 9 2A
KG 22 HBA 2200/2500 500 490- 1820 1200x120x40 970 690 780 520 234 270 285 338 195 9§ 2A
KG 22 HBA EU  2200/2500 500 320- 1610 1200x120x40 1100 690 780 526 228 270 285 338 195 9 2A
KG 28 H4B 2800/3500 500 490- 1820 1000x120x45 970 750 911 687 203 305 307 383 240 20 3A
KG 28 H5B 2800/3500 500 490- 1820 1100x120x45 970 750 911 699 219 305 307 383 240 20 3A
KG 28 HEB 2800 /3500 500 490- 1820 1200x120x45 970 750 911 711 232 305 307 383 240 20 3A
KG28HBB EU  2800/3500 500 320- 1610 1200x120x45 1100 750 911 719 232 305 307 383 240 20 3A
KG 35 HBB 3500/4000 500 550-2050 1200x150x50 1250 955 911 861 245 305 323 377 206 20 3A
KG35HBB EU  3500/4000 500 260- 1510 1200x150x50 1150 955 911 827 246 305 323 377 206 20 3A
KG 40 HBB 4000/4000 500 550-2050 1200x150x60 1250 955 911 925 274 305 335 375 204 20 3A
KG 40 HBB EU  4000/4000 500 260- 1510 1200x150x60 1150 955 911 891 276 305 335 375 204 20 3A
Notes: On request:
Q1 = when clamping without rotation; or when rotating without clamping. Special openings.
Q2 = capacity on the forks. Separate sideshift.
The capacities when clamping depend on the clamping pressure, on the Pressure gauge.
fork arm model and load type. Load backrest.
Standard fitlings: Bolt-on forks and different fork
Two hydraulic functions required. lengths.
Pressure relief valve.

Forks welded directly to the guides. e
Double check valve
Rotating centre.
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